
 
 

MAXMETAL™ LIMITED WARRANTY 
 

This Limited Warranty and Performance Guarantee state that MAXMETAL™ will be free from 

manufacturing defects including DELAMINATION and finish PAINT FAILURE under normal 

installation conditions and non-severe weather environments. Routing, bending and direct printing 

are not covered by this Limited Warranty or Performance Guarantee due to inconsistencies in 

methods and techniques of application. Extreme weather conditions as well as hanging, welding, 

painting, cutting and fastening methods may void this Limited Warranty and/or Performance 

Guarantee. Delamination means product delaminated in normal conditions and not as a result of 

external factors such as routing, bending or installation method. The paint finish on MAXMETAL™ 

may show normal paint degradation or chalking under normal weather conditions and wear and 

tear. Refer to the Manufacturer’s Fabrication Manual for more information on Safety, Storage and 

Handling, Visual Consistency and Sawing, Saw Equipment, Routing and Folding , Corner Cutting 

and Bending, Joining Techniques, Coating, Printing, Cleaning and other technical specifications 

that may prevent damaging the product and voiding this Limited Warranty and Performance 

Guarantee during installation and fabrication. 
 

 

MAXMETAL™ Interior Warranty Exterior Performance Guarantee 

Original Two-Sided 10 5 

One-Sided 10 5 

6mm 10 5 

Heavy Duty (HD) 10 5 

Plus 10 5 

Lite 1 1 

Element-Steel* 1 1 

Digitally Printable (DP) 1 1 

Brushed Silver** 5 1 

Brushed/Mirror Gold** 5 0 

*Assuming all edges are primed/sealed correctly. 

**Not recommended for exterior use. 
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